
Vapor�Line�“Pass/Fail”�Class�5�Steam�Sterilization�Integrators�

The�Vapor�Line®�integrator�is�a�chemical�indicator�for�monitoring�the�essential�
conditions�of�steam�sterilization�processes�Ͳ�saturated�steam,�temperature,�and�time�in�
gravity�displacement�and�preͲvacuum�sterilizers�operating�in�the�250°F�Ͳ�272°F�
temperature�range.� 

The�integrator�is�designed�to�show�equivalence�in�performance�to�biological�indicators.�
During�sterilization,�the�dark�colored�bar�migrates�along�a�paper�wick�through�PASS�and�
FAIL�areas,�indicating�whether�the�sterilization�conditions�were�met.�The�PASS�result�
assures�that�conditions�in�the�sterilized�pack�were�sufficient�to�kill�even�the�most�
resistant�forms�of�microorganisms�plus�an�"overkill�period"�Ͳ�a�safety�zone�beyond�the�
spore�death�curve�for�an�additional�level�of�sterilization�security.� 

Vapor�Line®��Integrator�meets�requirements�for�Class�5�

Ordering�information�
Kingpin�Tattoo�Supply�Order�#�VLI�

MFG item 269005 2” x 7/8”, without extender  

�

For�more�information�or�to�order�contact�
Kingpin�Tattoo�Supply�

CALL���855ͲKINGPIN�
Ext�241���Sandi�Jester�

www.kingpintattoosupply.com�


